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			Braided Hose

	

	
2SN EN 853 / SAE 100 R2 AT HIGH-TEMPERATURE 150°C


	
				Applicable Standard
Exceeds EN 853 2SN
Exceeds SAE J517 100 R2 AT


		
				Liner
Oil resistant synthetic rubber

						Reinforcement
Two braids of high tensile steel wire

						Cover
Oil and weather resistant black synthetic rubber

						Application
High pressure and high temperature hydraulics lines
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						Hydraulics Oils: from -40°C to 150°C (from -40ºF to 302ºF)

									

	    
        Print technical data sheet

    
        
	Roll-over the code to see the correct layline. On the "couplings" column, click on the "Series" name to see the related products.		
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	code	DN	dash	inch	mm	mm	inch	bar	psi	bar	psi	mm	inch	g/m	lb/lf	couplings
	
									2SNHT-4
								6	-4	1/4"	6.4	15.7	0.618	400	5800	1600	23205	100	3.94	344.0	0.231	▶ Series 1
	
									2SNHT-5
								8	-5	5/16"	7.9	17.3	0.681	350	5075	1400	20305	115	4.53	426.0	0.286	▶ Series 1
	
									2SNHT-6
								10	-6	3/8"	9.5	19.7	0.776	330	4785	1320	19140	130	5.12	530.0	0.356	▶ Series 1
	
									2SNHT-8
								12	-8	1/2"	12.7	23.0	0.906	275	3985	1100	15950	180	7.09	620.0	0.417	▶ Series 1
	
									2SNHT-10
								16	-10	5/8"	15.9	26.2	1.031	250	3625	1000	14500	200	7.87	758.0	0.509	▶ Series 1
	
									2SNHT-12
								19	-12	3/4"	19.0	30.1	1.185	215	3115	860	12470	240	9.45	943.0	0.634	▶ Series 1
	
									2SNHT-16
								25	-16	1"	25.4	38.9	1.531	165	2390	660	9570	300	11.81	1378.0	0.926	▶ Series 1
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