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			Braided Hose

	

	
2SC EN 857 / SAE 100 R16  HIGH-PRESSURE


	
				Applicable Standard
Exceeds EN 857 2SC
Exceeds SAE J517 100 R16


		
				Liner
Oil resistant synthetic rubber

						Reinforcement
Two braids of high tensile steel wire

						Cover
Oil and weather resistant black synthetic rubber, flame resistant cover MSHA approved available on demand

						Application
High pressure hydraulic lines

					


		
        [image: ]
						Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

						Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

						Water: from 0°C to 70°C (from 32ºF to 158ºF)

						Air: up to 70°C (up to 158ºF)

			

	    
        Print technical data sheet

    
        
	Roll-over the code to see the correct layline. On the "couplings" column, click on the "Series" name to see the related products.	
Need MSHA cover? Please use our P/N 2SCHPMSHA-xx.	
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	code	DN	dash	inch	mm	mm	inch	bar	psi	bar	psi	mm	inch	g/m	lb/lf	couplings
	
									2SCHP-4
								6	-4	1/4"	6.4	14.2	0.559	450	6525	1800	26105	75	2.95	293.0	0.197	▶ Series 1
	
									2SCHP-5
								8	-5	5/16"	7.9	16.0	0.630	420	6090	1680	24365	85	3.35	330.0	0.222	▶ Series 1
	
									2SCHP-6
								10	-6	3/8"	9.5	18.3	0.720	370	5365	1480	21465	90	3.54	440.0	0.296	▶ Series 1
	
									2SCHP-8
								12	-8	1/2"	12.7	21.5	0.846	330	4785	1320	19140	130	5.12	551.0	0.370	▶ Series 1
	
									2SCHP-10
								16	-10	5/8"	15.9	24.7	0.972	280	4060	1120	16240	170	6.69	655.0	0.440	▶ Series 1
	
									2SCHP-12
								19	-12	3/4"	19.0	28.6	1.126	260	3770	1040	15080	200	7.87	854.0	0.574	▶ Series 1
	
									2SCHP-16
								25	-16	1"	25.4	36.6	1.441	200	2900	800	11600	250	9.84	1239.0	0.833	▶ Series 1
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