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			Braided Hose

	

	
SUPERCLEAN 40 BLUE COVER


	
				Applicable Standard
Hose dimensions according to EN 857 2SC
Hose applications according to EN 1829-2 


		
				Liner
Water resistant synthetic rubber

						Reinforcement
Two braids of high tensile steel wire

						Cover
Oil and weather resistant blue synthetic rubber

						Application
High-pressure cleaning machines for cold and hot water. Not to be used in steam or high-temperature hydraulics applications  
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				Temperature
Cold and hot water up to 150°C (302°F), with usual cleaning ingredients

											

	    
        Print technical data sheet

    
        
	Roll-over the code to see the correct layline. On the "couplings" column, click on the "Series" name to see the related products.		
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	code	DN	dash	inch	mm	mm	inch	bar	psi	bar	psi	mm	inch	g/m	lb/lf	couplings
	
									S40BU-5
								8	-5	5/16"	7.9	16.0	0.630	400	5800	1000	14500	85	3.35	326.0	0.219	▶ Series 1
	
									S40BU-6
								10	-6	3/8"	9.5	18.3	0.720	400	5800	1000	14500	90	3.54	414.0	0.278	▶ Series 1
	
									S40BU-8
								12	-8	1/2"	12.7	21.5	0.846	400	5800	1000	14500	130	5.12	532.0	0.357	▶ Series 1
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