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			Spiral Hose

	

	
4SP EN 856


	
				Applicable Standard
EN 856 4SP


		
				Liner
Oil resistant synthetic rubber

						Reinforcement
Four spirals of high tensile steel wire

						Cover
Oil and weather resistant black synthetic rubber

						Application
High pressure hydraulic lines

					


		
        [image: ]
						Hydraulics Oils: from -40°C to 100°C (from -40ºF to 212ºF)

						Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

						Water: from 0°C to 70°C (from 32ºF to 158ºF)

						Air: up to 70°C (up to 158ºF)

			

	    
        Print technical data sheet

    
        
	Roll-over the code to see the correct layline. On the "couplings" column, click on the "Series" name to see the related products.		
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	code	DN	dash	inch	mm	mm	inch	bar	psi	bar	psi	mm	inch	g/m	lb/lf	couplings
	
									4SP-4
								6	-4	1/4"	6.4	18.7	0.736	450	6525	1800	26105	150	5.91	566.0	0.380	▶ Series 2
	
									4SP-6
								10	-6	3/8"	9.5	22.2	0.874	445	6450	1780	25815	180	7.09	773.0	0.519	▶ Series 2
	
									4SP-8
								12	-8	1/2"	12.7	25.4	1.000	415	6015	1660	24075	230	9.06	850.0	0.571	▶ Series 2
	
									4SP-10
								16	-10	5/8"	15.9	29.0	1.142	350	5075	1400	20305	250	9.84	1164.0	0.782	▶ Series 2
	
									4SP-12
								19	-12	3/4"	19.0	33.0	1.299	350	5075	1400	20305	300	11.81	1541.0	1.036	▶ Series 2
	
									4SP-16
								25	-16	1"	25.4	40.9	1.610	280	4060	1120	16240	340	13.39	1923.0	1.292	▶ Series 2
	
									4SP-20
								31	-20	1.1/4"	31.8	52.4	2.063	210	3045	840	12180	460	18.11	3154.0	2.119	▶ Series 2
	
									4SP-24
								38	-24	1.1/2"	38.1	58.8	2.315	185	2680	740	10730	560	22.05	3535.0	2.375	▶ Series 2
	
									4SP-32
								51	-32	2"	50.8	71.4	2.811	165	2390	660	9570	660	25.98	4606.0	3.095	▶ Series 2
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