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	Flanges Code 62



	
 1FH9


	
				SAE Flange Code 62, 90° Elbow

		
				Applicable Standard
ISO 12 151-3


		
		        Print technical data sheet

	

	
	On the "hoses" column, click on the "Series" name to see the related products.
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	code	
			 	
			Dash Size	L	H	D	L1	DN	Dash Size	kg/pc	lb/pc	hoses
	1FH91210	3/4"	-12	55.00	58.00	41.30	8.76	16	-10	On Demand	▶ Series 1
				


			Assembling Instruction Series 1
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			Braided Hose
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					▶ 1SN EN 853 / SAE 100 R1 AT

					
												Applicable Standard
EN 853 1SN
SAE J517 100 R1 AT


																		Application
High pressure hydraulic lines
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					▶ 1SN EN 853 / SAE 100 R1 AT HIGH-TEMPERATURE 150°C

					
												Applicable Standard
Exceeds EN 853 1SN
Exceeds SAE J517 100 R1 AT


																		Application
High pressure and high temperature hydraulics lines
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					▶ 1SN EN 853 / SAE 100 R1 AT HIGH-TEMPERATURE 150°C BLUE COVER

					
												Applicable Standard
Exceeds EN 853 1SN
Exceeds SAE J517 100 R1 AT


																		Application
High pressure and high temperature hydraulics lines
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					▶ 2SN EN 853 / SAE 100 R2 AT

					
												Applicable Standard
EN 853 2SN
SAE J517 100 R2 AT


																		Application
High pressure hydraulic lines
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					▶ 2SN EN 853 / SAE 100 R2 AT HIGH-TEMPERATURE 150°C

					
												Applicable Standard
Exceeds EN 853 2SN
Exceeds SAE J517 100 R2 AT


																		Application
High pressure and high temperature hydraulics lines
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					▶ 2SN EN 853 / SAE 100 R2 AT HIGH-TEMPERATURE 150°C BLUE COVER

					
												Applicable Standard
Exceeds EN 853 2SN
Exceeds SAE J517 100 R2 AT


																		Application
High pressure and high temperature hydraulics lines
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					▶ 1SC EN 857

					
												Applicable Standard
EN 857 1SC


																		Application
High pressure hydraulic lines
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					▶ 2SC EN 857 / SAE 100 R16 

					
												Applicable Standard
EN 857 2SC
SAE J517 100 R16


																		Application
High pressure hydraulic lines
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					▶ 2SC EN 857 / SAE 100 R16  HIGH-PRESSURE

					
												Applicable Standard
Exceeds EN 857 2SC
Exceeds SAE J517 100 R16


																		Application
High pressure hydraulic lines
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					▶ 2SC EN 857 / SAE 100 R16  HIGH-PRESSURE TOUGHGUARD™

					
												Applicable Standard
Exceeds EN 857 2SC
Exceeds SAE J517 100 R16


																		Application
High pressure hydraulic lines
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					▶ 2SC EN 857 PLUS MSHA 120°C

					
												Applicable Standard
Exceeds EN 857 2SC
Exceeds SAE J517 100 R16


																		Application
High pressure hydraulic lines. Approved to the double of minimum impulse cycles required with smaller bend-radius
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					▶ 2SC EN 857 PLUS MSHA 120°C TOUGHGUARD™

					
												Applicable Standard
Exceeds EN 857 2SC
Exceeds SAE J517 100 R16


																		Application
High pressure hydraulic lines. Approved to the double of minimum impulse cycles required with smaller bend-radius
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					▶ R17 SAE 100 R17

					
												Applicable Standard
SAE J517 100 R17


																		Application
High pressure hydraulic lines
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