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	Please contact Caterpillar Fluid Systems for availability
info@anchorfluidsystems.com | +39 02 92392 611
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	Flanges Code 62



	
 1FH9


	
				SAE Flange Code 62, 90° Elbow

		
				Applicable Standard
ISO 12 151-3


		
		        Print technical data sheet

	

	
	On the "hoses" column, click on the "Series" name to see the related products.
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	code	
			 	
			Dash Size	L	H	D	L1	DN	Dash Size	kg/pc	lb/pc	hoses
	1FH92424	1.1/2"	-24	108.00	104.00	63.50	12.57	38	-24	1.71	3.77	▶ Series 1
				


			Assembling Instruction Series 1



	
	COUPLINGS
CM_2015-11d(x).pdf English, Deutsch, Français, Español, Português, Italiano, Türkçe, Русский

			Braided Hose
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					▶ 1SN EN 853 / SAE 100 R1 AT

					
												Applicable Standard
EN 853 1SN
SAE J517 100 R1 AT


																		Application
High pressure hydraulic lines
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					▶ 2SN EN 853 / SAE 100 R2 AT

					
												Applicable Standard
EN 853 2SN
SAE J517 100 R2 AT


																		Application
High pressure hydraulic lines

											

				
				

			






						
					
								Digital Brochures

								Free download of the latest version of Adobe Acrobat Reader.

								HOSES 
HM_2021-03(x).pdf
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CM_2015-11d(x).pdf
English, Italiano, Français, Deutsch, Español, Português.
MACHINES AND TOOLING EQUIPMENT
ME_2014-10Mb(x).pdf
English
				
                        

				

		







		
	
                © 2013-2024 Caterpillar Fluid Systems (Milan - Italy)
        		
		SiteMap
	Legal Notes
	Cookie Policy
	PRIVACY




  

