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			Spiral Hose

	

	
R12 EN 856 / SAE 100 R12 MSHA TOUGHGUARD™


	
				Applicable Standard
EN 856 R12
SAE J517 100 R12


		
				Liner
Oil resistant synthetic rubber

						Reinforcement
Four spirals of high tensile steel wire

						Cover
Oil and weather resistant black synthetic rubber MSHA approved, ToughGuard™ for greater abrasion resistance

						Application
High pressure hydraulic lines

					


		
        [image: ]
						Hydraulics Oils: from -40°C to 121°C (from -40ºF to 250ºF)

						Water Glycol Hydraulic Fluids: from -40°C to 70°C (from -40ºF to 158ºF)

						Water: from 0°C to 70°C (from 32ºF to 158ºF)

						Air: up to 70°C (up to 158ºF)

			

	    
        Print technical data sheet

    
        
	Roll-over the code to see the correct layline. On the "couplings" column, click on the "Series" name to see the related products.		
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	code	DN	dash	inch	mm	mm	inch	bar	psi	bar	psi	mm	inch	g/m	lb/lf	couplings
	
									R12MSHATG-6
								10	-6	3/8"	9.5	21.0	0.827	280	4000	1120	16000	130	5.12	570.0	0.383	▶ Series 2
	
									R12MSHATG-8
								12	-8	1/2"	12.7	24.6	0.969	280	4000	1120	16000	180	7.09	725.0	0.487	▶ Series 2
	
									R12MSHATG-10
								16	-10	5/8"	15.9	28.8	1.134	280	4000	1120	16000	200	7.87	1030.0	0.692	▶ Series 2
	
									R12MSHATG-12
								19	-12	3/4"	19.0	31.5	1.240	280	4000	1120	16000	240	9.45	1225.0	0.823	▶ Series 2
	
									R12MSHATG-16
								25	-16	1"	25.4	39.2	1.543	280	4000	1120	16000	300	11.81	1723.0	1.158	▶ Series 2
	
									R12MSHATG-20
								31	-20	1.1/4"	31.8	48.6	1.913	210	3000	840	12000	420	16.54	2466.0	1.657	▶ Series 2
	
									R12MSHATG-24
								38	-24	1.1/2"	38.1	55.0	2.165	175	2500	700	10000	500	19.69	2924.0	1.965	▶ Series 2
	
									R12MSHATG-32
								51	-32	2"	50.8	68.3	2.689	175	2500	700	10000	630	24.80	4093.0	2.750	▶ Series 2
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